NOTES:

1. ALL PARTS MANUFACTURED BY VISCO UNLESS OTHERWISE NOTED.
2. CITY MAY APPROVE EQUIVALENT PRODUCTS AT ITS DISCRETION.

PAINT SPECIFICATION

ALL CAST [RON AND STEEL LIGHT POLE PARTS
ARE TO BE FACTORY POWDER COATED "BLACK”.

270

26'—0" POLE HEIGHT

25"

PHILIPS LUMEC LED #RNS20 LUMINAIRE (2)

2) SIMPLEX MOUNTS WITH

2” SCH. 40 STEEL PIPE ARM

(2 3/8” 0.D. X .154" WALL)

(LOCATED 90" & 270° C.W. FROM HANDHOLE)

TEEL SCROLLWORK (2)
(FIELD MOUNTED)

11 GA., 7 1/2” BASE DiA.,
STEEL FLUTED TAPERED POLE
0.14"/FT. TAPER

(4) 1 1/4” SLOTS ACCEPTING:
P (4) 1* x 38" F1554,
e GALVANIZED ANCHOR BOLTS
L VTN Y——1" A36 STEEL PLATE
T g&/ﬁ*—-——n% BOLT CIRCLE

»

BASE PLATE DETAIL
NOT TO SCALE

APPLY SILICONE SEALANT
AT INSTALLATION

POLE NO. VI-B17/7.5-S2/6 —F /26’

BOULEVARD DOUBLE—ARM STREETLIGHT IN
CENTER MEDIAN
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NOTES:

1.
2.

ALL PARTS MANUFACTURED BY VISCO UNLESS OTHERWISE NOTED.
CITY MAY APPROVE EQUIVALENT PRODUCTS AT ITS DISCRETION.

PAINT SPECIFICATION

ALL CAST IRON AND STEEL LIGHT POLE PARTS
ARE TO BE FACTORY POWDER COATED "BLACK”.

270"
26'~0" POLE HEIGHT
25’

IMPLEX MOUNT WITH
2" SCH. 40 STEEL PIPE ARM
(2 3/8" 0.D. X .154” WALL)
(LOCATED 270" C.W. FROM HANDHOLE)

STEEL SCROLLWORK

11 GA., 7 1/2" BASE DIA,,
STEEL FLUTED TAPERED POLE
0.14"/FT. TAPER

PHILIPS LUMEC LED #RNS20 LUMINAIRE
WITH #YR ARM
(LOCATED 90" C.W. FROM HANDHOLE)

PHILIPS LUMEC LED #RNS20 LUMINAIRE

—— 5"
(FIELD MOUNTED) 2 1/ b r@ 1/2
1 I's 178
N~ N ]
{ \1 "¢ HOLE THRU
i S

3/8"—16 THRU

(2) PLACES
LUMINAIRE ARM
MOUNTING DETAIL

(4) 1 1/4” SLOTS ACCEPTING:
(4) 1" x 36” F1554,
GALVANIZED ANCHOR BOLTS

] 1

I
T

N1 A36 STEEL PLATE

‘_\.ZQ(‘——H"CD BOLT CIRCLE

BASE PLATE DETAIL

+ LIGHT CENTER
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NOT TO SCALE

APPLY SILICONE SEALANT
AT INSTALLATION

POLE NO. VI-B17/7.5—-YR-S1/6"~F/26’

BOULEVARD SINGLE—ARM STREETLIGHT
IN CURBSIDE PLANTER-STRIP
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PAINT SPECIFICATION

ALL CAST |IRON AND STEEL LIGHT POLE PARTS
ARE TO BE FACTORY POWDER COATED "BLACK™.

PHILIPS LUMEC LED #RNS20 LUMINAIRE
WITH #YR ARM
(LOCATED 270" C.W. FROM HANDHOLE)

11 GA., 7" BASE DIA,

STEEL FLUTED TAPERED POLE
WITH 4%¢ X 9" TENON
0.14"/FT. TAPER

(4) 1 1/4” SLOTS ACCEPTING:
(4) 1" x 36" F1554,
GALVANIZED ANCHOR BOLTS

1" A36 STEEL PLATE

11"¢ BOLT CIRCLE

BASE PLATE DETAIL
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NOTE:

1. ALL PARTS MANUFACUTRED BY VISCO UNLESS OTHERWISE NOTED.
2. CITY MAY APPROVE EQUIVALENT PRODUCTS AT TS DISCRETION.

NOT TO SCALE

AT INSTALLATION

/APPLY SILICONE SEALANT

B17/7.5 SPLIT CAST IRON BASE
WITH REMOVABLE ACCESS DOOR

POLE NO. VI-B17/7.5—-1-F/14°8"

PEDESTRIAN—HEIGHT SINGLE—-ARM
POST—TOP DECORATIVE STREETLIGHT
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